[bookmark: _GoBack]These are the remaining comments from S-98 Edition 1.0.0 that were deferred to after publication.

	
	IIC
	C-5.2
	Bulleted list
	
	Can we reference where the items come from (I presume it’s 252(83)
	
	ACTION: Follow the IEC 61174 style of referencing the requirements at the paragraph level – JP to help.
Leave to later (edition 2.0.0)

	S-98
	NIWC
	C-9.3.3
	
	ge
	This should be optional. Interoperability can already be turned on or off by selecting an interoperability level via C-9.3.2 (e.g. Level 0 = OFF).
	
	ACTION:  Need to get the OEMs engaged in this section and see what will work for them.  
Closed until after edition 1.0.0

	
	KR
	C-9.3.3
	
	ge
	To toggle interoperability as ON/OFF is overlapped with the interoperability level 0 of C-9.3.2. 
	Suggest harmonizing the OFF and level 0 in the interoperability. Interoperability OFF and Level 0 is repetition in its meaning.

	ACTION:  Need to defer this to the OEM discussion. As we have two ways of turning interoperability on/off or to level 0.  
Closed until after edition 1.0.0

	
	IIC
	C-9.3.7
	Table 7 notes
	
	Should be colours not be defined better (pallettes?) 
	
	Add to OEM discussion
Closed until after edition 1.0.0

	S-98
	NIWC
	C-9.3.9
	Last para
	ge
	Note applies to all of C-9.3
	Move note to C-9.3
	See FR comment
Action: Defer to OEM discussion
Closed until after edition 1.0.0

	
	FR
	C-9.3.10
	
	te
	Overload depends with the nature of the products / data (surface, punctual symbols, overlay) and the context. 
	For example, 3 surface products will create overload. 2 punctual products with 1 surface product will not create too much overload. 
	Action: Defer to OEM discussion
Closed until after edition 1.0.0

	S-98
	NIWC
	C-9.3.10
	all
	ge
	Existing ECDIS requirements for “overload” are associated with processing overload (too many targets, etc.)

The mariner does not need additional visual feedback to discern visual overload (which may vary by user and task).
	Remove
	Action: Defer to OEM discussion
Closed until after edition 1.0.0

	
	IIC
	C-11.2.4
	Para 1
	
	Add stipulation for either (a) continuous zoom levels or (b) zoom levels based on standardised display scales. This is an area which can lead to inconsistent display between systems. Arbitrary (i.e. continuous) zoom levels are to be preferred but can not be mandated. The best list is probably the radar ranges list or display scale choices.
	
	Defer until after S-101 Loading Strategy discussion is completed – if timing is off defer to after edition 1.0.0

	
	
	C-14.10.3
	Table 35, line 5(a)
	te
	S-52 requires CATZOC, and S-101 is considering adding CATZOC. This requirement should be updated based on feedback from S-101PT.
	
	Pending S-101 PT decision on CATZOC
Julia to follow up with Tom R.






